DESCRIPTION
Gloss white cavitated polypropylene film, pearlescent effect, with a print-receptive Top Coating

APPLICATIONS
Hi-quality labels for cosmetics, appliances and toys; for the furniture and vehicle industry; promotional and decorative labels for indoor and outdoor use. Good dimensional stability and ageing resistance. NB. the removing properties are influenced by the kind of application surface. Not suitable for application on papers.

TECHNICAL SPECIFICATION

<table>
<thead>
<tr>
<th>Substance</th>
<th>46 gsm ± 3%</th>
<th>ISO 536</th>
</tr>
</thead>
<tbody>
<tr>
<td>Thickness</td>
<td>60 µm ± 3%</td>
<td>ISO 534</td>
</tr>
</tbody>
</table>

PRINTABILITY
Printable in flexo water-based, solvent based and UV, conventional and UV offset, screen printing and hot stamping; testing for suitability between media, printers and inks is always recommended prior to use.

SHELF LIFE AND USE
The performance of the product is guaranteed only to the material delivered by Italstick which has not undergone further processing, under the following storage conditions:
- Temperature +5°C/+35°C
- Relative Humidity 45% - 60%
- Store in a cool dry place
- Store away from heaters or direct sunlight or rain
- Keep the sheets flat, the reels piled
- Store in the original packaging

All Italstick products are subject to careful quality control throughout the production process and are warranted to be free from manufacturing defect and of quality. The reported information is based upon research and tests the Company believes to be reliable; such information does not constitute a warranty. The purchaser and/or user should carefully test, prior to use, suitability and performance of the product for the intended use and shall assume all risks for such use. Italstick shall not be liable for damages beyond the replacement value of the defected product nor for incidental or consequential damages. All technical data are subject to change without prior notice.